HOBBY NO/CS/WS | | STANDARD HSS STANDARD HSS
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Zavitové kruhové

Celisti

Circular dies

Schneideisen

MNMnawkun

55°
P
]

Trubkovy zavit DIN ISO 228

Pipe thread DIN ISO 228

Rohrgewinde DIN ISO 228 Licovéni: tfida A / Tolerance: class A /

TpybHas pessba DIN ISO 228 Toleranz: Klasse A / MoaroHka: knacc A [East AN I )

" P @D h s ST codeX)
G 1/16" 28 0,907 25 9 4 7,62 XXX 116
G 1/8" 28 0,907 30 11 4 9,62 XXX 180
G 1/4" 19 1,337 38 10 5 13,03 XXX 140
G 3/8" 19 1,337 45 14 5 16,54 XXX 380
G 12" 14 1,814 45 14 6 20,81 XXX 120
G 5/8" 14 1,814 55 16 6 22,77 XXX 580
G 3/4" 14 1,814 55 16 6 26,30 XXX 340
G 7/8" 14 1,814 65 18 6 30,06 XXX 780
G1" 11 2,309 65 18 8 33,07 XXX 100
G11/8" 11 2,309 75 20 8 37,72 XXX 118
G11/4" 11 2,309 75 20 9 41,73 XXX 114
G13/8" 11 2,309 90 22 8 4414 XXX 138
G11/2" 11 2,309 90 22 8 47,62 XXX 112
G13/4" 11 2,309 105 22 8 53,57 XXX 134
G2" 11 2,309 105 22 8 59,43 XXX 200
G21/4 11 2,309 120 22 8 65,49 XXX 214
G21/2 11 2,309 120 22 8 74,97 XXX 212
G23/4 11 2,309 120 22 8 81,32 XXX 234
G3 11 2,309 150 25 10 87,67 XXX 300
G31/4 11 2,309 150 25 10 91,50 XXX 314
G312 11 2,309 150 25 10 100,11 XXX 312
G4 2,309 180 25 10 112,81 XXX 400
%212 XXX - NO/CS /WS do G 2" /to G 2"/ bis G 2' / 10 G 2"
X) 242 XXX - HSS

X,

-HSS LH
272 XXX - HSS s lamacem tfisek do G 2" / with spiral point to G 2" / mit Schélanschnitt bis G 2" / ¢ nomarenem cTpyxek fo G 2"

X,

Material: NO; HSS Material: CS; HSS Werkstoff: WS-Werkzeugstahi;  Mamepuan: NO-uHcmpymeH-

Provedeni: zavit lapovany Execution: lapped thread to HSS manbHasa cmans, HSS

do G 3/4" G 34" Ausfiihrung: geldpptes W3eomosneHo: pesbba

Zavit: pravy, levy Thread: right-hand, left-hand ~ Gewinde bis G 3/4" wnugposarHas 0o G 3/4"
Gewinde: rechts, links Pesbba: npasas, nesas

PROFI HSS Ms PROFI HSSE

PROFIHSSEVA | | PROFI HSSE VA-NT

W
P S codex)

G 1/16" 28 0,907 25 9 4 7,62 XXX 116
G1/8" 28 0,907 30 11 4 9,62 XXX 180
G 1/4" 19 1,337 38 10 5 13,03 XXX 140
G 3/8" 19 1,337 45 14 5 16,54 XXX 380
G1/2" 14 1,814 45 14 6 20,81 XXX 120
G 5/8" 14 1,814 55 16 6 22,77 XXX 580
G 3/4" 14 1,814 55 16 6 26,30 XXX 340
G7/8" 14 1,814 65 18 6 30,06 XXX 780
G1" 11 2,309 65 18 8 33,07 XXX100
G11/8" 11 2,309 75 20 8 37,72 XXX 118
G11/4" 11 2,309 75 20 9 41,73 XXX 114
G13/8" 11 2,309 90 22 8 44,14 XXX 138
G11/2" 11 2,309 90 22 8 47,62 XXX 112
G13/4" 11 2,309 105 22 8 53,57 XXX 134
G2" 11 2,309 105 22 8 59,43 XXX 200

X) - HSS Ms - na mosaz / brass / Messing / natyb

X) 292 XXX - HSSE
X) 293 XXX - HSSE VA - na nerez / stainless steel / Rostfreistahle / Hepexaseiika
X) 296 XXX - HSSE VA-NT - na nerez - nitridace / stainless steel - nitration / Rostfreistahle - Nitrierung / Hepesxaselika - HUTpUaoBaHe

= Material: HSS; HSSE, HSSE ~ Material: HSS; HSSE, HSSE ~ Werkstoff: HSS; HSSE, Mamepuan: HSS; HSSE,

‘\1:‘;} BUCOVICE VA-NT - dle poZadavku VA-NT - on request HSSE VA-NT - nach dem HSSE VA-NT - no 3akasy

st TOOLS a.s. Provedeni: zavit lapovany Execution: japped thread to Anspruch MszomosneHo: pesbba
do G 3/4" G 3/4" Ausfiihrung: geldpptes wnugposaHrHas 0o G 3/4"
Zavit: pravy Thread: right-hand Gewinde bis G 3/4" Pesbba: npasas

Gewinde: rechts



